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AUTOMATION DYNAMICS 








CARD-TO-VOICE READER 



Standard 80 column punched cards 
are automatically fed into a photo- 
electric card reader and translated 
to voice readout on the Model PD260. 
This portable instrument consists of 
a card hopper, photoelectric reader, 
logic circuit and an audio memory 
and amplifier. 


The basic unit is capable of read- 
ing 20 characters from each card. 

A program switch permits blanking 
out selected columns and introduc- 
ing pauses between any or all spoken 
characters . 

This card may also be made to auto- 
stop at any column. Front panel or 
remote control switching actuates 
the auto feed and cards are read in 
sequence. A unique feature is the 
repeat read which backs up the card 
in the reader for rereading as many 
times as desired. Advance from card 
to card may be switched from auto- 
matic to manual . 

Numbers of characters are read out 
from the machine from a built-in 
loud speaker with adequate volume 
for normal office or shop use. 

The reader is a compact machine that 
can easily be moved to a convenient 
place of operation. 


SPECIFICATIONS 


Dimensions : 

Weight: 
Switch 1 : 

Switch 2 : 

Program: 


22" high x 12 1/2" deep x 22 1/2" wide. 

65 lbs. Supply Hopper: 500 cards. 

Selects manual or auto card feed 
Selects start or reverse card 

1. Blank out reading any selected column or columns 

2 . Introduce a pause between readout of any column 
or columns . 

3 . Introduce auto-stop on any column or columns . 
Photoelectric 

Voicb reads one character per second. 

115V ac nominal 60 Hz. 

Built in speaker for room level output. 

Ten numbers from one through zero, female voice, or 
as specified. 
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Read Mechanism: 

Timing: 

Power Input: 

Audio Output: 
Memory Recording 


